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(GENERAL PURPCSE AND TEMPERATURE STABLE), STANDARD RELI ABILITY AND HI GH RELI ABI LI TY,
GENERAL SPECI FI CATI ON FOR
This list has been prepared for use by or for the Governnent in the acquisition of products covered by subject
specification and such listing of a product is not intended to and does not connote endorsenent of the product
by the Department of Defense. Al products listed herein have been qualified under the requirenments for the
product as specified in the latest effective issue of the applicable specification. This list is subject to
change without notice; revision or anendnent of this list will be issued as necessary. The listing of a
product does not release the supplier fromconpliance with the specification requirenents.
THE ACTIVI TY RESPONSIBLE FOR THS QPL IS THE U. S. ARMY COMMUNI CATI ONS ELECTRONI CS COMVAND AND FORT MONMOUTH.

The activity designated as agent for all contacts relative to this QPL is the Defense Supply Center Col unbus
(DSCC- VQ, Col unbus, OH 43216-5000.

MANUFACTURER S TEST OR DETAI L
GOVERNVENT DESI GNATI ON QUALI FI CATI ON SPECI FI- MANUFACTURER S NAME
DESI GNATI ON OR TYPE NUMBER REFERENCE CATI ON AND ADDRESS
PS01 201Pxy 49470- 098-01 /1 Johanson Di el ectrics, Inc.
Cap. values 0.42 thru 12.0nf, case codes (x = height 15191 Bl edsoe Street
3, 4, and 5, tols., Kand M in 200 volts, desi gnation Syl mar, CA 91342
BR char., B level. (y = case code) Plant: 823 Gateway Center \Way

San D ego, CA 92102
CAGE Code: 07ENL

Cap. values 0.68 thru 27.0nf, case codes 101Pxy 49470- 027-02 /1
3, 4, and 5, tols., Kand M in 100 volts, (x = hei ght
BX char., B level. desi gnation

(y = case code)

PS01 SMDX 49470- 066-00 /1 A ean Advanced Products

Al cap. values and tols., case codes, (x = case code) Di vi sion of AVX Corp.

1, 2, 6, in 50 volts, BX char., B level; 1696 Seneca Avenue

3, 4, 5 in 50 volts, BX char., B & T |levels. d ean, NY 14760
Plant: Sane Address

Al cap. values and tols., case codes, SMDX 49470- 070-00 /1 CACGE Code: 96095

1, 2, 6, in 100 volts, BX char., B level;

3, 4, 5 in 100 volts, BX char., B & T levels.

Al cap. values, tols., and case codes, SMDX 49470- 074-00 /1

in 200 volts, BRchar., B and T | evels. 49470- 075-00

Al cap. values, tols., and case codes, SMDX 49470- 076- 00 /1

in 500 volts, BQchar., Band T |levels.
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QPL/QML Information
If you are using one of the newer versions of the Adobe Acrobat Reader, version 4.0, or 3.0, you may notice that the text of the QPLs and QMLs appears light.  This is due to the anti-aliasing features of the Reader software.  Short of the font style and size being changed in all of the QPLs and QMLs to a combination that won't be anti-aliased, the problem with light text can be "corrected" with the Reader software.  Choose File/Preferences from the menu bar.  Then choose "General" from the menu pop-up.  De-select the "Smooth Text and Monochrome Images" checkbox.

NEW SERVICE from VQ (http://www.dscc.dla.mil/offices/sourcing_and_qualification/):  An automated QPL/QML notification system is now available. The Master Index of QPLs and QMLs web page (http://www.dscc.dla.mil/programs/qmlqpl/) will continue to be the delivery mechanism for the QPLs and QMLs, but if you wish to receive an e-mail message to indicate the changes to this page, please e-mail your name, telephone number, e-mail address, and the list of QPLs and QMLs you wish to be informed of to the VQ Web Team (VQWebTeam@dscc.dla.mil). Your list can consist of only one document or it can consist of all of the QPLs and QMLs that DSCC-VQ publishes.  Alternatively, you can visit http://www.dscc.dla.mil/programs/qmlqpl/QPLRequest.asp.  Please keep in mind that not all QPLs and QMLs that VQ publishes are on the Web at this point in time.


MANUFACTURER S TEST OR DETAI L

GOVERNVENT DESI GNATI ON QUALI FI CATI ON SPECI FI-  MANUFACTURER S NAME

DESI GNATI ON OR TYPE NUMBER REFERENCE CATI ON AND ADDRESS

PS01 HRS506 49470- 031-98 /1 Presidio Conponents, I|nc.

Cap. values 0.68 thru 8.2nF, case codes SRS506 49470- 029-01 7169 Construction Court

4 and 5, tols. Kand M in 100 volts, San Diego, CL 92121

BX char., B & T levels. Plant: Same Address
CACE Code: 60212

Cap. values 1.0 thru 15nF, case codes 4 and 5, HRS506 49470- 031-98 /1

tols. Kand M in 50 volts, BR and BX chars., 49470- 029-01

B and T |evels.

Cap. values 1.0 thru 47nF, case codes HRS513 49470- 16- 02 /1

3, 4, and 5, tols. Kand M in 50 volts, 49470-17-02

BX char., B level.

Cap. values 0.15 thru 5.6nF, case codes HRS513 49470- 031-98 /1
3, 4, and 5, tols. Kand M in 500 volts,
BQ char., B level.

Cap. values 0.15 thru 5.6nF, case codes SRS513 49470- 13- 02 /1
3, 4, and 5, tols. Kand M in 500 volts, 49470- 15- 02
BX char., B and T levels.

Cap. values 0.68 thru 27nf, case codes HRS513 49470- 16- 02 /1
3, 4, and 5, tols. Kand M in 100 volts,
BX char., B level.

Cap. values 1.0 thru 12nF, case codes HRS513 49470- 14- 02 /1
3, 4, and 5, tols. Kand M in 200 volts,
BR char., B level.

PS02 SMBX 49470- 067-00 /12 A ean Advanced Products
Al cap. values and tols., case codes

1, 2, 6, in 50 volts, BX char., B level;

3, 4, 5 in 50 volts, BXchar., B&T levels.

Al cap. values and tols., case codes SMBX 49470- 071-00 /2

1, 2, 6, in 100 volts, BX char., B level;

3, 4, 5, in 100 volts, BX char., B & T levels.

Al cap. values, tols., and case codes, SMBX 49470- 074-00 /2

in 200 volts, BRchar., B& T levels. 49470- 075-00

Al cap. values, tols., and case codes, SMBX 49470- 076- 00 /12

in 500 volts, BQchar., B & T levels.
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